
Universal Articulating 
and Pivot Desktop Mounts
For 15" to 24" (38-61 cm) LCD Monitors

It is quick and simple to position the monitor to the users ideal viewing point and maximize 

work area when it is mounted on one of these six single or dual screen desktop mount models. 

Each of the six models is ergonomically designed and features smooth motion, spring-loaded 

architecture for the easiest height, depth and tilt adjustment of the monitor, assisting with 

reduced eye and neck strain.

Position the screen 
at the Perfect height
with one smooth motion

Screen size: 15"-24" (38-61 cm) Max load: 17.5 lb (8 Kg)

LCT models

   LCT-A1B1C/H
 Two-link arm extends up to 

30" (770 mm) from the base 
and provides internal cable 
management

   LCT-A1B2C/H
 One-link arm pivots 360 

degrees and provides 
internal cable management

   LCT-A1B3C/H
 Pole mount with two-link 
 arm extends up to 
 22" (559 mm), enables 

14.4" (366 mm) of height 
adjustment and provides 
internal cable management

   LCT-A1B4C/H 
 Dual screen two-link arm 

allows multiple viewing 
angles on any combination 
of 15" to 24" (38-61 cm) 
monitors

   LCT-A1B5C/H
 Pole mount with One-link 

arm extends 12.7" (325 mm) 
and provides 9.29" (236 mm) 
of height adjustment  

   LCT-A1B6C/H
 Pole mount with two-link  

arm extends up to 21"  
(534 mm) from the base  
and 14.3" (365 mm) of 

 height adjustment

cLicK: www.peerlessmounts.com caLL: 800.865.2112 faX: 708.865.2941

features

cabLe management 
delivers a clean clutter-free 
look to any installation

mounting oPtions
for aLL surfaces
desk clamp and desk
bolt available

tiLts, Pivots and rotates 
to provide virtually limitless 
viewing angles and easy portrait 
to landscape orientation

LCT-A1B5C/HLCT-A1B4C/HLCT-A1B3C/HLCT-A1B2C/HLCT-A1B1C/H LCT-A1B6C/H



Package Specifications

Accessories

Dimensions (W x H x D) PRoDUCT WeiGHT LoaD CaPaCiTy FinisH aVaiLaBLe CoLoRs

Lct-a1b1h
Lct-a1b1c
Lct-a1b2h 
Lct-a1b2c
Lct-a1b3h
Lct-a1b3c
Lct-a1b4h
Lct-a1b4c 
Lct-a1b5h
Lct-a1b5c
Lct-a1b6h
Lct-a1b6c

9.61 - 30.3" x 6.34" x 17.2" (244 - 769 x 161 x 437 mm)
9.61 - 30.3" x 6.34" x 22.4" (244 - 769 x 161 x 571 mm)
20.8" x 6.34" x 17.2" (530 x 161x 437 mm)
20.8" x 6.34" x 20.7" (530 x 161 x 571 mm)
13.35 - 22.01" x  6.34" x 18.86" (339 - 559 x 161 x 479 mm)
13.35 - 22.01" x 6.34" x 24.14" (339 - 559 x 161 x 613 mm)
21.4" - 38.7" x 21.4" x 5.9" (545 - 985 x 544 x 151 mm)
21.4" - 38.7" x 26.2" x 5.9" (545 - 985 x 668 x 151 mm)
12.76" x 6.34" x 13.74" (324 x 161 x 349 mm)
12.76" x 6.34" x 19.02" (324 x 161 x 483 mm)
6.81-17.83" x 6.34" x 18.86" (173 - 453 x 161 x 479 mm)
6.81 - 17.83" x 6.34" x 24.1" (173 - 453 x 161 x 613 mm)

7.7 lb (3.5 Kg)
11 lb (5 Kg)

5.7 lb (2.6 Kg)
9 lb (4.1 Kg)

5.7 lb (2.6 Kg)
9 lb (4.1 Kg)

9.9 lb (4.5 Kg)
13.2 lb (6 kg)
5.3 lb (2.4 Kg)
8.6 lb (3.9 Kg)
5.5 lb (2.5 Kg)
8.8 lb (4 Kg)

17.5 lb (8 Kg) Aluminum Silver

Product Specifications

Model Numbers WarrantY:   Limited 5-year

A R C H I T E C T S   S P E C I F I C A T I O N S
The Flat Panel Desktop Mount shall be a Peerless model _____ and shall be located where indicated on the plans. Assembly and installation shall be done

according to instructions provided by the manufacturer. 

 acc918: Security Fasteners

Visit peerlessmounts.com to see the full line of Peerless LCD/plasma, projector and TV/monitor mounts.  © 2009 Peerless Industries, Inc. All rights reserved. 

Peerless industries, inc.    3215 W. north avenue    melrose Park, iL 60160    (800) 865-2112    (708) 865-8870   fax: (708) 865-2941   www.peerlessmounts.com
  

All dimensions = inch (mm)

 Lct-a1b1h:  Two-link Articulating Arm/bolt hole 
 Lct-a1b2h:  One-link Pivot Arm/bolt hole
 Lct-a1b3h:  Two-link Articulating Pole/bolt hole
 Lct-a1b4h:  Two-link dual articulating desktop arm/bolt hole
 Lct-a1b5h:  One-link Pivot Pole/bolt hole
 Lct-a1b6h:  Two-link Articulating Pole/bolt hole

LIT-0391 rev.1

PaCKaGe siZe (L x W x H) PaCKaGe sHiP WeiGHT PaCKaGe UPC CoDe PaCKaGe ConTenTs UniTs in PaCKaGe

Lct-a1b1h
Lct-a1b1c
Lct-a1b2h 
Lct-a1b2c
Lct-a1b3h
Lct-a1b3c
Lct-a1b4h
Lct-a1b4c
Lct-a1b5h
Lct-a1b5c
Lct-a1b6h
Lct-a1b6c

26.77" x 11.41" x 6.5" (680 x 290 x 165 mm)
26.77" x 11.41" x 6.5" (680 x 290 x 165 mm)
32.08" x 14.96" x 6.5" (815 x 380 x 165 mm)
32.08" x 14.96" x 6.5" (815 x 380 x 165 mm)
32.08" x 14.96" x 6.5" (815 x 380 x 165 mm)
32.08" x 14.96" x 6.5" (815 x 380 x 165 mm)
32.08" x 14.96" x 6.5" (815 x 380 x 165 mm)
32.08" x 14.96" x 6.5" (815 x 380 x 165 mm)
26.77" x 11.41" x 6.5" (680 x 290 x 165 mm)
26.77" x 11.41" x 6.5" (680 x 290 x 165 mm)
32.08" x 14.96" x 6.5" (815 x 380 x 165 mm)
32.08" x 14.96" x 6.5" (815 x 380 x 165 mm)

10.6 lb (4.8 Kg)
13.9 lb (6.3 Kg)
10.1 lb (4.6 Kg)
13.2 lb (6 Kg)

10.1 lb (4.6 Kg)
13.2 lb (6 Kg)
14.3 (6.5 kg)
17.5 (8 kg)

8.1 lb (3.7 Kg)
11.4 lb (5.2 Kg)
9.2 lb (4.2 Kg)

12.5 lb (5.7 Kg)

735029262183
735029262176 
735029262206 
735029262190 
735029262220 
735029262213 
735029264576
735029264569
735029262244 
735029262237 
735029262268 
735029262251

Mount, VESA® 
75/100 mm 

adapter plate,
 all necessary 

mounting 
and screen 
attachment 
hardware

1

 Lct-a1b1c:  Two-link Articulating Arm/desk clamp
 Lct-a1b2c:  One-link Pivot Arm/desk clamp
 Lct-a1b3c:  Two-link Articulating Pole/desk clamp
 Lct-a1b4c:  Two-link dual articulating desktop arm/desk clamp
 Lct-a1b5c:  One-link Pivot Pole/desk clamp
 Lct-a1b6c:  Two-link Articulating Pole/desk clamp

Lct-a1b1

Lct-a1b5
Lct-a1b4

Lct-a1b6

Lct-a1b2 Lct-a1b3

cLamPtoP vieW

17.2"
(437 mm)

8.54"
(217 mm)

8.54" 70°
(217 mm)

20.87"
(530 mm)

12.2"
(310 mm)

12.2"
(310 mm)

3.5"
(89 mm)

5.94"
(151 mm)

6.34"
(161 mm)

8.66"
(220 mm)

8.66"
(220 mm)

22.01"
(559 mm)

18.86"
(479 mm)

13.35"
(339 mm)

8.66"
(220 mm)

2.09"
(53 mm)

7.87"
(200 mm)

7.87"
(200 mm)

18.86"
(479 mm)

5.28"
(134 mm)

5.28"
(134 mm)

13.74"
(349 mm)

12.76"
(324 mm)

38.46"
(977 mm)

21.14"
(537 mm)

21.14"
(537 mm)

18.98"
(482 mm)

4.45"
(113 mm)

8.66"
(220 mm)

8.66"
(220 mm)

90°

90°

70°


